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EXS
EXPLOSION-PROOF LIGHT

•	 Can be used in locations made hazardous by the presence of flammable vapors 
or gases or combustible dusts as defined by ATEX

•	 Wide power range from 20W to 150W
•	 High luminous efficacy- Up to 130 Lm/W
•	 Optional lighting distribution 25°, 60°, 110°
•	 Anti-corrosion aluminum housing tested 1000hrs to standard ASTM ”B117-

11”

FEATURES

APPLICATION

Power Plant, Heavy Industrials Storage Facility, Paper Mills, 
Wastewater Treatment Plants, Loading Docks, Platforms, Shipyards, Chemical & 
Petrochemical Processing Facility.

PRODUCT DIMENSION

*Typical Dimension (mm)

ACCESSORY

Model No.

Product Name Pole Mount Stanchion

11SN 12SB

U-bracket: size 2
(for 80W,100W,
120W,150W)

Wire Guard: size 2
(for 80W,100W,
120W,150W)

12WG

Safety Cable
(sold separately 
upon request)

11SC

EXS-80W to150W

Product Picture

*U bracket Dimension (mm)
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TECHNICAL DATA

TECHNICAL SPECIFICATION

CERTIFICATION & COMPLIANCE TEST

: IP66
: IK08
: 5G
: Ex II 2G Ex d IIB T5 Gb
: Ex II 2D Ex tb IIIC 95°C Max
: Db IP66
: EN 60079-0, EN 60079-1, 
  EN 60070-31
: Zone 1, 21
  Zone 2, 22
  Ta. -30~ +50°C

FIXTURE/HOUSING

•	 Housing Material: Die Cast Aluminium
•	 Lamp Cover: Tempered Glass

OPTIONAL  ACCESSORIES

* See pg - for description. 

Input Voltage

ELECTRICAL SYSTEM

Protection Class LED Driver

LED TypeLight Source (CRI) Life Time Residual Flux Optical System

≥70

100 - 277Vac, 
 (50/60Hz) Class I

(L70), >140,000 hours
@Ta: 50°C 3030SMD 110º Lens

Input Current

0.09A(20W)
0.17A(40W)
0.22A(50W)
0.26A(60W)

0.35A(80W)
0.43A(100W)
0.52A(120W)
0.65A(150W)

EXX0801MNModel No. EXX0801WN EXX1001MN EXX1001WN

Power Consumption (W)

Luminaire Flux ± 5%(lm)

80 100

System Efficiency ± 5% 
(lm/W)

Beam Angle

Surge Protection Device
(kA/kV)
Net Weight /pc (kg)

Gross Weight (kg)
Carton Dimension
L x W x H (mm)

10,400

10

13.5
12.2

130

13,000

Note: The above specified lumen and system efficiency based on standard CCT: 5000K

60º

410 x 370 x 234

EXX1201MN EXX1201WN

120

15,600

EXX1501MN EXX1501WN

150

19,500

110º 60º 110º 60º 110º 60º 110º

Power Factor (PF) ≥0.95

Built-In constant current


